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GENERAL DEMO NOTES:

KEY NOTES:

1. REMOVE EXISTING EXHAUST FAN EF-30.

1. EXISTING LOUVERS TO BE REMOVED FOR NEW

AC—-30 ACCESS, NEW LOUVER WITH SAME SIZE
SHOULD BE INSTALLED FOR NEW AC-30 OA

REMOVE EXISTING AHU AC-30.

GENERAL NOTES:

RECOMMENDED REMOVAL & INSTALLATION PROCEDURE

1. PROVIDE NEW CONTROL VALVES FOR COOLING COIL,
HEATING COIL, AND HUMIDIFIER.

REMOVAL

TEMPORARY HVAC UNIT

A TEMPORARY HVAC UNIT WILL BE REQUIRED TO MAINTAIN
ENVIRONMENTAL CONDITIONS WITHIN THE INTERIOR SPACED

2
2. COORDINATE WITH NEW DUCTWORK AND AHU, RELOCATE DISASSEMBLE EXISTING AHU AC—30 INTO PIECES CAPABLE SERVED BY AHU AC—30 DURING UNIT REPLACEMENT.
INTAKE. 3. DEMO CONNECTION SECTION FROM SUPPLY MAIN TO EXISTING AHU AC—30. FIRE SPRINKLER HEADS IF REQUIRED. OF REMOVAL THROUGH THE OA INTAKE OPENING. REMOVE TEMPORARY UNIT TO BE A PACKAGED SELF GONTAINED UNIT
\ THE EXISTING UNIT ENTIRELY FROM THE SITE.
4. DISCONNECT EXISTING EXHAUST DUCT AND REMOVE EXISTING GOOSENECK HOOD 4. NEW AHU WILL BE MOUNTED ON A NEW 4” CONCRETE e b Ang i T R R D A T T
ON ROOF. PAD. INSTALLATION OF NEW AHU AC—30 BUILDING PIPING SYSTEMS. ELECTRICAL SERVICE WILL BE
5. NEW O.A. INTAKE BOX WITH DAMPERS BETWEEN NEW AVAILABLE AT THE UNIT LOCATION. CONTRACTOR TO LOCATE
5. DEMO EXISTING OA INTAKE BOX WITH DAMPERS. OA INTAKE LOUVER AND NEW AHU. e NEW AHU AC—30 TO BE DELIVERED TO SITE AND TEMPORARY HVAC UNIT ON ROOF ADJACENT TO EXISTING
LOADED ON THE ROOF OUTSIDE OF PENTHOUSE PENTHOUSE. CONTRACTOR RESPONSIBLE FOR ALL
6. EXISTING LOUVERS NEED TO BE REPLACED WITH NEW ONE. 0. DXISTING JOMNSON CONTROL DD PAREL LOCATED MECHANICAL ROOM. CONNECTIONS TO INSURE PROPER OPERATION OF EXISTING
NEAR THE AC—30 SHALL BE UPGRADED FOR NEW e NEW AC—30 WILL BE MOVED INTO PENTHOUSE o e DeING SN AN,
7. EXISTING DDC CONTROL PANEL OF AC-30 TO REMAIN. AC-30 MECHANICAL ROOM IN SECTIONS THROUGH OA LOUVER
7. NEW VFD FOR SUPPLY FAN SF—30 AND EXHAUST FAN OPENING OF AHU AC—30 CONTRACTOR TO DISASSEMBLE AND REMOVE TEMPORARY
8. EXISTING EXHAUST RISER REMAIN. EF— 30 « TEMPORARY UNIT TO BE MOUNTED ON THE ROOF OF UNIT FROM SITE AFTER NEW UNIT IS IN PLACE AND
OUTSIDE OF THE PENTHOUSE MECHANICAL ROOM AS
9 EXISTING SUPPLY RISER REMAIN. INDICATED. OPERATING SATISFACTORILY.
CONTRACTOR RESPONSIBLE FOR PROTECTING EXISTING ROOF
MEMBRANE IN AREAS FOR STAGING, DEMOLITION, NEW
CONSTRUCTION AND LOCATION OF TEMPORARY HVAC UNIT.
LOCATION FOR
NEW AC—30 WILL BE LOADED ON CORART PACKAS ™D
THIS ROOF AND MOVED INTO BE DUCTED THROWGH
MECHANICAL ROOM IN SECTIONS DOUBLE DOGR. AND
THROUGH THE OA LOUVER CONNEGTED 10, THE
EXISTING SUPPLY RISER
AND RETURN PLENUM.
NEW OA LOUVER
OA INTAKE LOUVER (5) )
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